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2412MAT 2412MBL

This is an enhanced model of the KOFLOC Precision Nee dle 
Valve Model 2412 (see page 102), which now in cor po rates 
a multidial that allows the user to set desired fl ow rates by 
dial operations. This valve makes the most of the rotation-
to-fl ow linearity and repeatability per for mance of the 2412 
needle.

Features

• Since a precision needle valve usually has superior fl ow char-
 ac ter is tics and repeatability, it can be used in place of a needle 
valve fl owmeter.

• Wide variations are available for both the needle valve (Type T, 
Type L, and so on) and the multidial (Standard Type, Round Type, 
and so on).

  Note: No scale calibration is required for the multidial.

Applications

• Detection of deteriorated fi lters
• Substitute for a fl owmeter
• Detection of fl uctuations of fl ow path resistance

Multidial Type Precision Needle Valve (Ideal for restriction of fl ows by dial control op er a tion)

MODEL 2412M SE RIES

Standard Specifi cations

Regulating screw rotating speed
Multidial: 10 turns (Overscale possible)

Needle valve: Approx. 12 turns

Multidial scale 3-digit setting (000-999)

Multidial type
A: Standard multidial

B: Round multidial

Connection end Rc1/4; Rc1/8 (Optional)

Flow rating See Table of Rated Flow Ranges for Model 2412 on page 103.

Dimensions

Example of Characteristic Curve

Notes:

• For fl ow rating, please see Table of Rated Flow Ranges for Model 
2412 on page 103.

• You may specify the fl uid and pressure fl ow of your equipment for 
our selection of the type that most suits your requirements.

• For information on available connection end types other than stan-
 dard ones.

• The 2412M valve opens when it turns in the di rec tion reverse to the 
2412.

*    Refer to “Ordering” and “Illustrative Example” when placing an order or requesting a 
quotation. Fill in the blanks in the “Order/Quotation Request Card” at the end of the 
catalog, and send the card by fax.

(주) 세화하이테크  www.gasplus.com
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*    Refer to “Ordering” and “Illustrative Example” when placing an order or requesting a 
quotation. Fill in the blanks in the “Order/Quotation Request Card” at the end of the 
catalog, and send the card by fax.

Table of Rated Flow Ranges (Reference)
Due to operating conditions and instrumental errors, there may be differences in the range of 80% to 130% between the 
values in di cat ed in this table and those that are ac tu al ly used by the customer. Please use these values for ref er ence only.

Flow rate when the outlet valve is totally opened to re lease fl ows into air

Notes:

• We can suggest you the needle number most suit able for your 
equip ment if the pressure, fl uid, fl ow rate and other operating condi-
tions of your equip ment are known. Please use the above table for 
ref er ence only.

CV Values
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